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1. R~} DIMENSIONS(mm)

N
DIMENSIONS(mm)
A 13.0+0.3
W -
“JJZ‘ | B 6.3+0.15
—_— ! C 5.8+0.20
®|T B T D |27:02
‘ I E 10.2min
]
| F 4.9 +0.15
e d
B-F | 14+0.2
fWits2%  CORE PARAMETERS
B WG K i Effective Length  Le 32.242 mm
A FH Effective Cross Area Ae 17.91 mm?
B FH Effective Volume Ve 577.5 mmd
& Approx. Weight W 3.12 g/prs
2. HIAHE ELECTRICAL CHARACTERISTICS
TiH Fk WM 254 AR
ITEMS SPEC TESTING METHOD TESTING INSTRUMENT
g AL=800Nh/N2z + 25% 1kHz,0.25V, ¢ 0.35 HG2810F
INDUCTANCE
3.k 4% MATERIAL CHARACTERISTICS
. CHARACTERISTICS BAf7 UNIT P VALUE
VIR T _ 2300 + 30%
S LR C =220
W kg/m? 4.7%103
YRk 20°C 680
POWER LOSS Pew 100C Kw/m? 490
F1#} MATERIAL: PC40
Item: P/N: SPEC./N
FERRITE CORE PC40-EE13-13-6 2020-08-28
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4 P RREFE  (AMUE) Maximum chip off:

a. AT AR 0.3mm, KEENEEERK KR 14,5 IER A FRAER
JEARE L 0.5mm, K EENEE ERK KR 1/3

The depth of crack in the ground surface should be no more than 0.3mm, length is no more than 1/4

length of lengthen line. In the non-ground surface, the depth should be no more than 0.5mm length is no

more than 1/3 length of lengthen line.
b, RT RGOSR SRS T, AT B E LA

AT Hopb R
1 AER AR Y T AR <0.7mm’ <1.0mm’
&1 2 A DA AR AR A T <2.0mm? <5.0mm?
IR L <0.7mm <1.0mm
Hoptb LR A BRI, RE, AL

585 75 (Inspection Method) :
i GB/T2828.1-2003, —RIEFAEE, KAKF I, A Q LAFH FIMSIE.
According to GB/T2828.1-2003.one time normal random sampling,Inspect level 1 ,AQL.should be as

follows;
A& E/K- AQL | ki AT H Inspect Item
A 0.65 67 Electromagnetic Property
B 1.0 AMERSE Outside Size
C 1.5 AL & Outside Quality
6.11%% Packing:
WAL R FE G, MO R AU, AR=moNE# s ErematiE (B mAa . BE. fits.
R 1) .

Foamed plastic box is used to inside packing,paper box is used to outside packing,Qualify Certification is

attached on every box,including Item (Product name or type),Quantity,L.ot No.and Tester.

Item: P/N: SPEC./N
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