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1. R~} DIMENSIONS(mm)

)
I DIMENSIONS(mm)
|
i B |415+0.1
<| +—— |- w|a| C [46:01
i D |26:0.15
|
: E 7.4min
F H c F 2.85+0.1
=
withz% CORE PARAMETERS
ARG K B Effective Length  Le 20.331 mm
B R Effective Cross Area Ae 12.17 mm?
R Effective Volume Ve 247.4 mm?®
H 5 Approx. Weight W 1.49/prs
2. 54 ELECTRICAL CHARACTERISTICS
miH FIA% WA 25 WAL
ITEMS SPEC TESTING METHOD TESTING INSTRUMENT
AL=800mh + 259 100kHz,1.0V 5
INDUGTANGE mh + 25% z B4 TH2819A
3.6 R MATERIAL CHARACTERISTICS
¢k CHARACTERISTICS B UNIT 1k i VALUE
W% -+ 200
INITIAL PERMEABILITY ui - 2400 £ 30%
T L o _
CURIE TEMP. Tc ¢ =220
DENSITY d kg/m? 4.7x10°
T 20°C 620
POWER LOSS Pew | 100C Kw/m? 390
k¥l MATERIAL: FT95/PC44/N95
Iltem: P/N: SPEC./N
FERRITE CORE PC40-EE9.8C 2017-10-19
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A SRR ERE  (AMI) Maximum chip off:

a. AT AR 0.5mm, KEENEE K&K R /4,800 ERC AT 2SR
JEAR#EE 0.7mm, KRR IR K EER 1/3

The depth of crack in the ground surface should be no more than 0.5mm, length is no more

than 1/4 length of lengthen line. In the non-ground surface, the depth should be no more than

0.7mm length is no more than 1/3 length of lengthen line.

b.  XTRELEHSNIRRETT I, AT A bR ifE A

A oAt v
1 AR Y IR <1.2mm? <2.0mm?
(D& 2 S DA R TR AR A T <3.0mm? <7.0mm?
BB <1.0mm <1.5mm
HoAy LA IR EBR, Y, TALEE

585 575 (Inspection Method) :

iz GB/T2828.1-2003, —RIEHAlFE, KAKF-1T, A Q LAFE THIRIE.
According to GB/T2828.1-2003.one time normal random sampling,Inspect level 1 ,AQL.should be
as follows;

AR AQL | K& TTH Inspect Item
A 0.65 HL 445+ Electromagnetic Property
B 1.0 HME R | Outside Size
C 1.5 SN & Outside Quality

6.11%% Packing:
WELCR AR &, AMOBORAAUE, B A MRS B2 P2 ORRE & G i g i ).

ltem: P/N: SPEC./N
FERRITE CORE PC40-EE9.8C 2017-10-19
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